
Manhole Inspection Report

Concrete
(reinforced)

Wall Material:U-907-5518Cert. #:Customer:

8.6Rim to Invert:Jen CostelloSurveyor:P.O.#:

8.0Len. Surveyed:NAOwner:M-904-047MH#:

RZMACPCoding:Weather:05/15/2018Date:

Comments:

NonePotential for Runoff:22.5Cover Size:

NoEvidence of Surcharge:CircularCover Shape:

Sub-MeterGPS Accuracy:NortheastDrain Area:

2910268.413GPS Easting:Location:

2910268.413GPS Northing:Hobart, INCity:

Hobart, INProject:Intersection of Hickey St. and Rush SStreet:

3.00Overall Rating:3100Overall Quick:3.00Overall Index:

3.00Structural Rating:3100Structural Quick:3.00Structural Index:

0.00O&M Rating:0000O&M Quick:0.00O&M Index:
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GradeVideo (sec)ObservationCodePosition

M-904-047

NA54General ObservationMGO8.0

NA29General ObservationMGO2.3

S 310Fracture LongitudinalFL.0

Remarks:

NOStep:

Value Percent:

2nd Value:

1st Value:

Clock To:

10Clock Start/From:

0O&M Grade:

3Structural Grade:

.0Distance (ft):

Fracture LongitudinalDescription:

FLCode:
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Remarks:

end surveyRemarks:

NOStep:

Value Percent:

2nd Value:

1st Value:

Clock To:

Clock Start/From:

0O&M Grade:

0Structural Grade:

2.3Distance (ft):

General ObservationDescription:

MGOCode:

end surveyRemarks:

NOStep:

Value Percent:

2nd Value:

1st Value:

Clock To:

Clock Start/From:

0O&M Grade:

0Structural Grade:

8.0Distance (ft):

General ObservationDescription:

MGOCode:
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